Data sheet/FDV

MFK 90 degree substation connector 2d+2D 17-37mm/37-
Product name

47mm
Product code 110403
Product type MFK 90 gr 2D+3D
GTIN 7332811350429

ETIM-Class

Measurements

Weight 39159

Technical informations - Clamps

Weight 39159
Load In 800 A
Max Rated Voltage Un 245 kv
Short Circuit Current kA 1s 50 kA

Load / Tension Data

Wrench Size 19 mm

Torque 75 Nm

Specifications

Conductor Diameter Main 17-37 mm
Conductor Diameter Tap 37-47 mm
Hole Diameter d 17-37 mm
Hole Diameter D 37-47 mm
Number of Caps 2+2

Melbye Group | Fordonsvégen 17 | SE-553 02 J6nképing | Tif +46 36 332 07 00 | info@melbye.se | www.melbye.se
Melbye Group - Region Danmark | Fordonsvagen 17 | DK-553 02 J6nkoping | TIf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as
Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | TIf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

wmX
< r
m

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com



Data sheet/FDV

wmX
< r

Melbye Group | Fordonsvégen 17 | SE-553 02 J6nképing | Tif +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvagen 17 | DK-553 02 J6nkoping | TIf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | TIf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

MELUBYE



