Data sheet/FDV

Product name Glass insulator U210B IEC 20, 210 kN
Product code 0624868

Product type F 21/170

GTIN 7332811336577

ETIM-Class

Measurements

Length 280 mm
Height 170 mm
Width 280 mm
Weight 66009

Insulator - Dimentions

Section Length 170 mm

Diameter 280 mm

Weight 66009

Line fitting klapphus iec60120 / 20
Ground fitting klapp iec60120 / 20

Insulator - Mechanical data

Tensile Strength SML 210 kN

Working Load RTL 105 kN

Insulator - Electrical specifications

Power Frequency Wet Withstand 50Hz 45

Withstand Voltage - Lightning Impuls 110 kV
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Leakage Distance 380 mm

Technical Specifications - Insulator

Insulation Material herdet glass

Standard iec 60383

Melbye Group | Fordonsvagen 17 | SE-553 02 Jonkdping | Tif +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvagen 17 | DK-553 02 J6nkoping | TIf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | TIf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd [The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com



