Data sheet/FDV

Product name Fibre blowing machine VO HD cable 0.8-6.5mm duct 3-16mm 200N
Product code 164127

Product type VO-HD

GTIN 7332811373237

ETIM-Class EC002862

Measurements

Length 590 mm
Height 270 mm
Width 470 mm
Weight 13300¢g

Technical Specifications - Blowing Machines

Type VO-HD
Operation Electric
Battery type 18V/5Ah std Hitachi connector
Max speed 110 m/min
Max pressure 16 Bar

Max pushing force 200N

Cable diameter 0.8-6.5mm
Duct diameter 3-16 mm

Air connection Std 3/8" Cejn
Electronic counter for speed and distance Yes

Duct air quick release valve Yes

Forward and reverse function Yes

110/240 V Power supply Yes
Transport case Yes
Prepared for Jettlogger No

Melbye Group | Fordonsvagen 17 | SE-553 02 Jonkdping | Tif +46 36 332 07 00 | info@melbye.se | www.melbye.se
Melbye Group - Region Danmark | Fordonsvagen 17 | DK-553 02 J6nkoping | TIf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as
Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | TIf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd [The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com



Data sheet/FDV

wmX
< r

Melbye Group | Fordonsvégen 17 | SE-553 02 J6nképing | Tif +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvagen 17 | DK-553 02 J6nkoping | TIf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | TIf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

MELUBYE



