Data sheet/FDV

Product name Aurora ERL Corridor Lens, WiFi
Product code 7347896

GTIN 7332811380822

ETIM-Class EC001957

Measurements

Length 145 mm
Height 65 mm
Width 145 mm
Weight 5809

Technical specifications - Emergency Lights

Light Shape Longitudinal light shape
Mode Routing light

Mounting Recessed

Dimensions (LxWxH) 50x50x4 mm

Number of Pictograms 0

IP Classification IP30

Operating Temperature 0-40°C

Technical Specifications - Pictograms

Material quality Polypropylene (PP)

Halogen Free Yes
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Data sheet/FDV

Technical Specifications - Emergency luminaire

Mounting method Built-in
Function Escape route lighting
Suitable for labelling type Other
With pictogram No
Suitable for standby switching No
Suitable for continuous circuit No
With remote switch connection No
With remote control No
Emergency function monitoring system None
Emergency power supply system None
Battery technology Other
Type of lithium-ion battery Other
With heating element for battery No
With light source No
Suitable for number of light sources 1
Number of lighting heads 1
Housing colour White
Material cover Plastic, structured
Exchangeable control gear No
Max. number of luminaires per miniature circuit breaker B16 (MCB) 1

Max. number of luminaires per miniature circuit breaker C16 (MCB) 1
Constant light output (CLO) Yes

Luminaire with limited surface temperature, sign "D" according to EN 60598-2-24 No

Power factor 1
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