Datablad

Produktnamn Presskarvhylsa cu 100st/fp Ks 1,5
Produkt-/E-nummer 0893801

Produkttyp KS1.5

GTIN 7332811014628

ETIM-klass ECO01059

PRODUKTSPECIFIKATIONER

Fortennade med inspektionshal.

[¢]
Matt
Langd
Hojd
Bredd

Vikt

Tekniska Specifikationer

Total Langd
Utvandig Diameter
Innerdiameter
Material

Press standard

Hogsta driftstemperatur

Kabelinformation

Area Koppar Flertradig
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14 mm
3,4 mm
3,3 mm

19

T4 mm

34 mm

1,6 mm
fortinnet kobber
SEN

200 °C

1,5 mm?2

Melbye Group | Fordonsvégen 17 | SE-553 02 J6nképing | Tif +46 36 332 07 00 | info@melbye.se | www.melbye.se
Melbye Group - Region Danmark | Fordonsvagen 17 | DK-553 02 J6nkoping | TIf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as
Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | TIf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

MELUBYE




Datablad

wmX
< r

Melbye Group | Fordonsvégen 17 | SE-553 02 J6nképing | Tif +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvagen 17 | DK-553 02 J6nkoping | TIf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as

Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | TIf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd |The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com

MELUBYE



